
DOUBLE ACTING ACTUATOR TORQUE OUTPUT in Nm

SPRING RETURN ACTUATOR TORQUE OUTPUT in Nm

STROKE TIMES OBTAINED WITH NO RESISTANT TORQUE
AIR PRESSURE: 6bar    TIMES: Ms (milliseconds)    SPRINGS: 2-2-2

SMADA 20 5,7 9 12,5 16 17,5 19 22,2 26 29 32

SMADA 40 11,6 17,6 24,4 31 35 38,4 45 52 58,3 65

SMADA 80 23 35,3 49 63 70 77 90 101 114 125

SMADA 130 38 58 77 96 105 115 136 157 175 195

SMADA 200 53 82 111 140 154 168 199 227 256 284

SMADA 300 82 130 182 231 256 281 327 370 416 462

SMADA 500 119 185 261 326 358 391 468 542 625 694

SMADA 850 211 329 456 563 615 667 778 901 1013 1140

SMADA 1200 305 476 660 814 889 965 1126 1303 1466 1649

SMADA 1750 437 681 943 1164 1271 1379 1609 1862 2095 2357
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Springs Selection Spring Torque AIR SUPPLY PRESSURE en bar

2 3

3

4

4

5

5

5,5

5,5

6

6

7

7

8 9 10

O O O O O O O o o o o oEND STAR 0 90 0 90 0 90 0 90 0 90 0 90

SMASR 20 11 3,9 6,5 7,2 2 9,3 6,4 13 10,6 15,7 12,2 18,3 13,8 21,3 16,1

12 4,7 7,1 7,7 4,5 10,8 8,6 12,7 10,1 14,7 11,7 17,2 13,7

20 6,4 10,6 6,5 2,9 10,5 6,8 12,1 8,4 13,7 10,1 15,9 11,8

21 7,4 11,6 5,5 2 9,8 5,1 11,4 6,4 13,1 7,8 15,3 9,1

22 8,7 13,8 8,5 3,9 9,8 5,1 11,2 6,4 13,1 7,5

SAMASR 40 11 7 9,3 6,6 4,4 18,3 10,6 26,1 19 29,5 22,2 32,9 25,4 38,4 29,6

12 8,4 13,3 16 7,8 23,8 17 27 17,9 30,2 18,8 35,2 21,9

20 10,2 14,9 14,8 6,3 22,6 15,3 25,7 16,3 28,9 17,3 33,7 20,1

21 11,9 19,6 19,6 10,6 23 13,7 26,5 16,8 30,9 19,5

22 14,7 24,2 17,8 7,1 21 9,3 24,1 11,5 28,1 13,4

SMASR 80 022 12 17,6 24 18,9 41,4 33,7 52,4 46 58 51,9 63,7 57,9 74,3 67,5

200 16,4 23,3 19,5 8,7 37,3 27,3 50 40 56 45,9 62 51,9 72,3 60.5

202 19 29,8 29,6 17,7 42,4 31,5 48,1 36,7 53,8 41,9 62,9 48,9

220 23,1 34,3 22 8,4 35,5 23,5 43 28,8 50,5 34,1 59 39,8

222 30,9 41,3 21 2,6 34,4 19,8 40,3 24,4 46,2 29,1 53,8 34

SMASR 130 022 18,9 28,3 40,7 26 65,5 53,3 88,6 77,7 98,3 88,6 108 99,6 126 114

200 28,3 43,2 52,5 31,8 76,9 56,3 85,9 65,8 94,4 75,3 110 87,9

202 35,7 52,5 44,7 25,6 69,6 52,1 78,9 61,8 88,3 71,6 101 83,5

220 43 61,9 37,4 12,9 61,6 38,3 70,9 47,1 80,2 55,9 93,5 65,1

222 49,3 67,7 55,7 31,1 64,6 39,4 73,6 47,7 85,8 55,7

SMASR 200 022 25,7 38,7 48,9 37,7 90,9 81,4 124 100,1 125,5 118 145 141 169 165

200 41,2 57,6 44,4 26,5 73,9 57,9 112 82,7 116 91,8 130 116 151 136

202 51 66,2 65,5 42,4 109 65,9 113 75,8 124 102 145 119

220 62,4 77,6 85,5 51,4 102,2 64,6 100 79,2 116 92,4

222 76,5 94,6 72,3 33,4 87 48,6 91,7 73,2 107 85,4

SMASR 300 022 41 70,3 96 65,2 148 133 207 182 231 204 255 226 297 263

200 49,3 86,1 144 119 202 178 227 199 252 220 295 257

202 73,5 116 121 84 186 149 209,5 172 233 195 272 228

220 94,5 143 172 133 185 152,5 198 172 231 202

222 113 73 138 86,1 160,5 110 183 134 213 156

SMASR 500 022 57,8 96,6 144 103 230 193 314 281 346 316 378 351 441 408

200 67,1 137 202 153 288 243 323 278,5 358 314 418 366

202 107 162 175 117 263 208 296 240,5 329 273 383 342

220 135 199 235 170 266,5 205 298 240 349 280

222 164 238 204 149 236,5 181 269 213 314 249

SMASR 850 022 94,5 155 205 154 358 300 460 431 511 483,5 562 536 655 626

200 130 222 314 224 428 369 483,5 430 539 491 629 573

202 172 280 274 180 405 313 453 362,5 501 412 584 480

220 228 359 353 252 408 305,5 463 359 540 419

222 277 406 318 206 376 251 434 296 506 345

SMASR 1200 022 146 243 513 441 709 638 792 707 875 776 1021 905

200 185 315 497 337 693 574 776,5 625 860 676 1003 789

202 246 395 443 285 641 477 722,5 549 804 621 938 723

220 301 458 587 383 661 453 735 523 858 610

222 363 573 549 231 627 288 705 345 821 403

SMASR 1750 022 231 390 499 332 781 649 1050 951 1176 1068 1302 1185 1519 1383

200 303 460 731 597 1014 874 1134,5 959,5 1255 1045 1464 1219

202 394 615 443 285 962 775 1076 853 1190 931 1389 1086

220 434 645 853 636 961 738,5 1069 841 1247 982

222 551 833 767 486 879 592,5 991 699 1156 816

PNEUMATICACTUATORS

PNEUMATICACTUATORS
SMART VALVE CONTROLS

4a Upper Lambridge Street, Larkhall, Bath BA1 6RY
Tel: 01225 428891 Fax: 01225 336859

Tel: 01225 428891 Fax: 01225 336859

Manufactured by Actreq S.A.. Spain

WARNING
Actuator must be isolated electrically

and pneumatically prior to dismantling

Serial No:-



130 215 96 76 48 34 14 10 6

144 232 115 90 56 45 14 10 6

162 270 137 111 66 55 18 11 8

182 297 146 121 71 60 28 13 8

211 332 165 135 78 70 28 15 10

245 371 182 151 86 80 36 20 12

275 420 199 172 96 85 40 22 15

336 474 217 192 106 98 45 22 15

420 578 249 212 116 114 60 22 15

462 614 280 242 131 131 60 25 15
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MODEL

GENRAL DIMENSIONS (in mm)

WEIGHT
(Kg)

A
B C D E ØF G I

SMADA SMASR

40

80

130

200

300

500

850

1200

1750

SMADA
SMASR

SMADA 20

0,00098 0,0019 0,0036 0,0057 0,0083 0,013 0,020 0,035 0,049 0,074

SMADA 40 SMADA 80 SMADA 130 SMADA 200 SMADA 300 SMADA 500 SMADA 850 SMADA 1200 SMADA 1750

SMASR 20

0,00055 0,001 0,002 0,0033 0,0048 0,008 0,012 0,021 0,029 0,046

SMASR 40 SMASR 80 SMASR 130 SMASR 200 SMASR 300 SMASR 500 SMASR 850 SMASR 1200 SMASR 1750

SMADA
SMASR

SMADA
SMASR

SMADA
SMASR

SMADA
SMASR

SMADA
SMASR

SMADA
SMASR

SMADA
SMASR

SMADA
SMASR

3 2AIR CONSUMPTION m  CYCLE AT 6 kg/cm . DOUBLE ACTING ACTUATOR

3 2AIR CONSUMPTION m  CYCLE AT 6 kg/cm . SPRING RETURN ACTUATOR

SMADA
SMASR
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OUTPUT
ACC. TO ISO 5211

HEXAGONAL DRIVE ISO DRIVE (DIN 3337)
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R H-11

F04 42 M5 10 20 15 13 31 11 14,5 30 15 3

F04 42 M5 10 20 22 16,5 31 11 14,5 30 15 3

F07 70 M8 13 28 24 17 31 17 22,5 55 21 3

F07 70 M8 13 40 26 19 31 17 22,5 55 21 3

F07 70 M8 13 40 28 19 31 17 22,5 55 21 3

F10 102 M10 16 55 30 25 41 22 28,5 70 27 3

F10 102 M10 16 55 30 30 41 22 28,5 70 27 3

F12 125 M12 20 65 39 42 41 27 36,5 85 31 3

F14 140 M16 25 75 40 50 41 36 48,5 100 40 4

F14 140 M16 25 75 49 50 49 36 48,5 100 40 4

GENERAL CHARACTERISTICS
• Model SMADA: Double Acting
• Model SMASR: Spring Return
• Rack & Pinion design
• Linear torque

o o• Rotation angle 90  ‡ 1,5
  • Antifriction slidingbearings

• Long life without maintenance
• Protected against environmental corrosion:

Hard anodized body
Epoxy coated end caps

o o
• Working temperature -30  to 100 C
• Maximum working pressure 10 bar (150 psig)
• Total safety device for spring replacement
• Mounting of solenoid valves acc. NAMUR

 VDI/VDE 3845 Std.
• Coupling according to ISO 5211 and DIN 3337
• Position indicator can be used also to operate

 mechanical limit switches or proximity detectors.

ØL

MODEL

OPTIONS
• Model SMADA:

Travelstop in end caps
 (Stroke Adjustment)

• Model SMADA/SMASR:
Hexagonal drive shaft
Epoxy coated body and end caps
E.N.P. Body and end caps

®
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